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Boundary-layer flow of a micropolar fluid due
to a stretching wall
T. -Y. Na, I. Pop
Summary A Theoretical analysis is carried out to study the boundary-layer flow over a con-
tinuously moving surface through an otherwise quiescent micropolar fluid. The transformed
boundary-layer equations are solved numerically for a power-law surface velocity using the
Keller-box method. The effects of the micropolar K and exponent m parameters on the velocity
and microrotation field as well as on the skin-friction group are discussed in a detailed manner.
It is shown that there is a near-similarity solution of this problem. The accuracy of the present
solution is also discussed.
Key words polymer, extrusion, boundary layer, micropolar fluid, similarity
1
Introduction
Polymer sheets and filaments are manufactured by continuous extrusion of the polymer from a
die to a windup roller which is located at a finite distance away. In the manufacture of the
polymer sheets, the material is in a molten phase when thrust through an extrusion die, and
then cools and solidifies some distance away from the die before arriving at the collecting stage.
The thin polymer sheet constitutes a continously moving solid surface with a non-uniform
surface velocity through an otherwise quiescent fluid. Due to the entrainment of ambient fluid
this boundary layer flow is quite different from that over a semi-infinite flat plate. Sakiadis [1]
was probably the first to recognize this new class of problems. Lately, this problem has been
considered by many investigators including [2], [3], [4], [5], and [6] among others.
The inadequacy of the classical Navier-Stokes theory to describe rheologically complex fluids
such as liquid crystals, animal blood, etc., has led to the development of microcontinuum fluid
mechanics as an extension of the classical theory. Many models have been proposed to take
into account the mechanically significant microstructure of such fluids, see [7]. One of the
models, the theory of micropolar fluids introduced in [8, 9], has generated considerable interest
in the literature. In this theory, the micropolar fluid exhibits the microrotation effects and
microrotational inertia. Such fluids can support couple stress and body couples only. Physically
they may represent fluids with bar-like or sphere-like elements.
The present paper aims to study the laminar boundary-layer flow of a micropolar fluid over
a continously moving surface. We consider those micropolar fluids that give rise to a sheet
speed which is proportional to xm, [10], [14] and [15], and will, therefore, not be presented
here. Results are given for different values of the parameter sets K and n with m  0, 0.5 and
1.0.
Typical velocity and microrotation profiles are displayed in Figs. 2 and 3 for K  0, 1 and 2
with m  0:5. The profiles appear the same for all n. For this reason, Fig. 4 gives the plots of
SFG for these values of K and m which again is the same for all n. These figures show that the
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velocity profiles increase with the increase of the micropolar parameter K, while the micro-
rotation profiles first decrease and then increase as K increases. Further, it is seen from Fig. 4
that the skin friction increases as both the parameters m and K increase. We also notice that the
present results are in excellent agreement with those reported in [16] for the corresponding
viscous (K  0) problem.
The similarity nature of the solutions presented in Figs. 2 through 4 deserves further in-
vestigation. Tables 1 and 2 demonstrate the variation of SFG with n for the non-similar case
and the similar case respectively. In Table 1, the change is so small that it will not be able to
show in graphic form. In the similarity case, however, the values of SFG are indeed identical for
all n. The first case will now be designated as near-similarity solution, since it is non-similar
but the variation is so small that for the practical range of the physical parameters the change is
only in the sixth digit.
This near-similarity behavior can also be observed by direct examination of Eqs. (30) and
(31). It is straightforward to check that setting 2g  f 00  0 where x is the non-dimensional
distance measured along the sheet surface. The constant of proportionality and the exponent m
can both be regarded as materially dependent constants. The quality of the resulting sheet
material, as well as the cost of production, is affected by the speed of collection and the heat
transfer rate, and a knowledge of the flow properties of the ambient micropolar fluid is clearly
desirable. In what follows, we shall assume that the flow is steady and such that the boundary-
layer equations are appropriate. We consider the velocity and microrotation fields only. The
governing equations are first transformed for easier solution, and then solved numerically
using a very efficient finite-difference scheme known as Keller-box method developed in [10].
The effects of the non-dimensional micropolar parameter K and exponent m on the velocity
and microrotation fields as well as on the skin friction group are discussed.
2
Basic equations
Consider the flow of a steady, laminar, incompressible micropolar fluid past an extensible sheet
which is moving continously in the positive xÿ direction with an arbitrary surface velocity
USx. The orthogonal coordinates x; y are measured along the sheet and, respectively, normal
to it with the origin at a fixed point O (die slot). Figure 1 shows the flow model and coordinate
system. The full equations governing the two-dimensional flow of a micropolar fluid of a
micropolar fluid are, see [11],
Fig. 1. Physical model and coordinate system
Fig. 2. Velocity profiles f 0 for m  0:5





























Fig. 3. Microrotation profiles g for
m  0:5 and K  0, 1 and 2






















Fig. 4. Skin friction group SFG for





































 divcrN ; 4
where u; v are the velocity components along x; y-axes, p is the pressure, N is the com-
ponent of the microrotation whose direction of rotation is in the x; y plane and j is the
microinertia density. Further, q is the fluid density, l is the dynamic viscosity, j is the mi-






We follow the work of many recent authors by assuming that j is a constant, and therefore it
shall be set equal to a reference value, j0.
The appropriate boundary conditions of Eqs. (1) to (4) are
v  0; u  Usx; N  ÿn
ou
oy
on y  0 ; 6
v ! 0; u ! 0; N ! 0 as y !1 : 7
In Eq. (5) we have followed [12] in assigning a variable relation between N and the skin
friction at the surface. The value of n  0 represents cases where the particle density is suffi-
ciently great that the microelements close to the wall are unable to rotate. The value n  1=2
corresponds to weak concentrations, and when n  1 we have cases which are representative of
turbulent boundary layer. We shall consider here only the value of n equal to 1/2.
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subject to the boundary conditions





on ŷ  0 ; 13
û ! 0 ; v̂ ! 0 ; ^N ! 0 as ŷ !1 : 14
Here, K  j=l; and Re  U0`=m is the Reynolds number.
We now invoke the boundary layer approximation by formally letting Re very large, i.e.
Re !1, and setting
x̂  Re x ; ŷ  y ; û 
ow
oy









































subject to the boundary conditions
w  0 ;
ow
oy





on y  0 ; 18
ow
oy
! 0 ; N ! 0 as y !1 : 19








Also, the stream function w and the microrotation component N are introduced as
wx; y  2n
1
2 f n; g ; Nx; y  2nÿ
1
2 U2s gn; g : 21
Substituting (20) and (21) into Eqs. (16) and (17), the functions f and g satisfy the following
transformed equations :













g 00  fg 0  1ÿ 2bf 0g ÿ K
2n
U2s









which are subject to the boundary conditions
f n; 0  0 ; f 0n; 0  1 ; g n; 0  ÿ
1
2
f 00n; 0 ; f 0n;1  0 ; gn;1  0 : 24
Here, primes denote differentiation with respect to g and b is called a surface velocity para-







The skin friction at the wall sw can be related to the non-dimensional wall skin-friction






























p 2 Kf 00n; 0 : 28
We consider now a surface velocity of the form
Usx  xm : 29
Equations (22) and (23) then become
1 Kf 000  f f 00 ÿ
2m
m  1































subject to the boundary conditions given by (24).
It is worth mentioning that for m  1, Eqs. (30) and (31) become similar, i.e.






g 00  fg 0 ÿ f 0g ÿ Kf 00  2g  0 ; 33
and are subject to the boundary conditions
f 0  0 ; f 00  1 ; g0  ÿ
1
2
f 000 ; f 01  0 ; g1  0 : 34
These equations describe the flow due to a stretching sheet which issues from a die slot into a
micropolar fluid at rest. The second case for which Eqs. (30) and (31) possess similarity
solutions arises when K  0 (Newtonian fluid). Thus, we have
f 000  f f 00 ÿ
2m
m  1
 f 02  0 ; 35
234
g 00  fg 0 
1ÿ 3m
m 1
f 0g  0 ; 36
subject to the same boundary conditions (34). In this case, the flow field is unaffected by the
microstructure of the fluid, and hence the component of the microrotation is a passive
quantity. We notice in passing that Eq. (35) describes the boundary-layer flow over a continous
moving flat plate in a quiescent viscous fluid, as described in [13].
On the other hand, it would appear from Eq. (31) that for m < 1 the fourth term on the left-
hand side would become increasingly dominant as n !1. This, in turn, would indicate that
f 00  2g ! 0; i:e:; g ! ÿ1=2f 00 as n !1. Hence, in order to observe the behaviour of the
solution for large n, it was decided to compress the range of n into a correspondingly smaller




lnn 1 : 37
Equations (30) and (31) now become
1 Kf 000  f f 00 ÿ
2m
m  1








































subject to the boundary conditions
f n; 0  0 ; f 0n; 0  1 ; gn; 0  ÿ
1
2
f 00n; 0 ; 40
f 0n;1  0 ; gn;1  0 : 41





p 2 Kf 00n:0 : 42
3
Results and discussion
The system of partial differential equations (38) and (39) subject to the boundary conditions
(40) and (41) were solved numerically using the Keller-box method. The details are essentially
the same as those described in Eqs. (30) and (31) when m < 1 yields the following consistent




Kf 000  f f 00 ÿ
2m
m 1
 f 02  0 ; g  ÿ
1
2
f 00 : 43
The similarity solution of these equations can be easily written in terms of the standard [13]
boundary-layer equations by rescaling the similarity variables. Thus, if we take
f g  1
1
2
K1=2 ~f ~g ; gg  1
1
2









~f 02  0 ; ~g  ÿ
1
2
~f 00 ; 45
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subject to the boundary conditions
~f 0  0 ; ~f 00  1 ; ~f 01  0 : 46
Primes now denote differentiation with respect to ~g.
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